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LeelaSonic Ultrasonic Filter Cleaning Machine
Industrial-Grade Cleaning for Hydraulic Filters, Strainers & Mesh Elements

Product Overview

LeelaSonic Ultrasonic Filter Cleaning Machines deliver fast, repeatable cleaning of hydraulic oil
strainers, suction strainers, wire-mesh filters, candle filters and similar elements. Ultrasonic
cavitation removes trapped contamination from pores and mesh areas that manual cleaning
cannot reach, extending filter life and reducing downtime.

v Trusted by 500+ industrial facilities since 1993 | v ISO 9001:2015 Certified

Typical Applications

Hydraulic Oil Strainers - Deck machinery, offshore and industrial systems
Suction Strainers - Marine, power generation, manufacturing

Wire Mesh Filters - Basket filters, Y-strainers, screens

Candle Filters - Sintered filters (check material compatibility)

Precision Elements - Spinnerets, fine filtration components

* Marine & Industrial - Fuel filters, lube oil filters, cooling system filters

Process Flow

Step 1: Pre-rinse / drain (if required)

Step 2: Ultrasonic cleaning with heated solution
Step 3: Rinse (optional)

Step 4: Drain + air blow / drying (optional)



Standard Models - Specifications

Capacity Tank Size Frequency Ultrasonic Heater Process
(LxWxD mm) Power (W) Power (W)
LeelaSonic-150 6.5 300x150%150 33 kHz 150 200 Clean + Heat
LeelaSonic 25001 10 300x228x150 33 kHz 250 500 Clean + Heat
LeelaSonic-500 20 450x300x150 @ 25 kHz 500 1000 Clean + Heat
LeelaSonic-600 30 500x300%200 25 kHz 600 1000 Clean + Heat
LeelaSonic-750 50 450%200x550 | 25 kHz 750 1500 Clean + Heat + Filter
LeelaSonic-1000 | 75 400%300x650 | 25 kHz 1000 2000 Clean + Heat + Filter
LeelaSonic-1500 | 100 520%x300%650 25 kHz 1500 2000 Clean + Heat + Filter

Note: Tank size, ultrasonic power and process configuration can be customized as per filter size and
throughput.

General Technical Specifications
Frequency Options: 25 kHz (heavy-duty), 33 kHz (standard), 40 kHz (fine filters)

Temperature Control: Room temperature to 80°C (digital control with heater)
Tank Material: SS304 / SS316 stainless steel (seamless construction)

Body Construction: Industrial-grade stainless steel, powder-coated finish
Technology: MOSFET/IGBT microcontroller-based with sweep frequency
Power Supply: 230V AC 1-Phase (small models) / 415V AC 3-Phase (industrial)
Safety Features: Overload protection, temperature cut-off, emergency stop
Optional Features: Filtration system, oil skimmer, basket fixtures, air blow drying
Utilities Required: Water inlet/drain, compressed air (for drying, if selected)
Certification: 1ISO 9001:2015

Warranty: 1 year on electronics, lifetime technical support

Which Size Do You Need?

Filter Type / Application Recommended Size
Small strainers, Y-filters (1-3 units) 6.5L - 10L

Medium hydraulic filters (3-6 units) 20L - 30L

Large offshore strainers, batch processing 50L - 100L

Custom requirements, high throughput Contact for custom design



Why Choose LeelaSonic?

+ 30+ Years Manufacturing Experience - Proven reliability since 1993

* IS0 9001:2015 Certified - Quality management ensures consistent performance
*+ Made in India - Factory Direct - Better pricing, faster service response

» Custom Solutions - Tank sizes and configurations tailored to your filters

* Multi-Industry Experience - Marine, offshore, industrial, power generation

* Service Support - Installation guidance and nationwide technical support

Industries Served

* Marine & Offshore - Deck machinery, hydraulic systems, filter maintenance
* Manufacturing - Industrial hydraulics, lubrication systems

* Power Plants - Cooling systems, fuel filtration, turbine filters

» Chemical Processing - Filter elements, precision screens, process filters

* Automotive - Hydraulic filters, transmission filters

* Oil & Gas - Drilling equipment, refinery filters

Get Your Custom Quote Today
Tell us about your filter cleaning requirements and we'll recommend the perfect solution.
Share these details for fastest response:

» Filter type (strainer / mesh / candle / cartridge)

* Filter dimensions (OD / ID / length in mm)

* Number of filters per batch

+ Contamination type (oil / grease / carbon / particulates)
» Desired cycle time and throughput
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