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Ultrasonic Sonicator Bath with Chiller 

Temperature-Controlled Ultrasonic Bath for Heat-Sensitive Applications 

 

Floor Mounted                Table Top  

Product Overview 

LeelaSonic Ultrasonic Sonicator Bath with Chiller is designed for temperature-sensitive 
pharmaceutical and laboratory applications. The integrated recirculating chiller maintains stable 
temperatures (5°C to 30°C) during sonication, ensuring sample integrity and repeatable results. 
Essential for heat-sensitive compounds, proteins, enzymes, and nanoparticle processing. 

✓ Trusted by pharma & biotech labs since 1993  |  ✓ ISO 9001:2015 Certified 

Applications 

• Pharma & Biotech Sample Preparation - Temperature-sensitive formulations 
• HPLC Solvent Degassing - Mobile phase preparation at controlled temperature 
• Heat-Sensitive Chemical Reactions - Maintain precise reaction temperature 
• Protein & Enzyme Processing - Prevent denaturation during processing 
• Nanoparticle Dispersion - Uniform dispersion and emulsification 
• R&D and QC Laboratories - Research, quality control, method development 
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Standard Models - Specifications & Pricing 

Model Capacity 
(L) 

Tank Size 
(L×W×D mm) 

Frequency Ultrasonic 
Power (W) 

Chiller 
Capacity 

LeelaSonic 250 10 300×228×150 40 kHz 250 500W 

LeelaSonic 500 20 450×300×150 40 kHz 500 750W 

LeelaSonic 600 30 500×300×200 33 kHz 600 1000W 

LeelaSonic 800 50 500×500×200 33 kHz 800 1500W 

Note: Custom tank sizes and chiller capacities available. Optional heater extends range to 5°C-80°C.  

Technical Specifications 

Temperature Range: 5°C to 30°C (with optional heater: 5°C to 80°C) 

Temperature Accuracy: ±1°C (digital PID control) 

Chiller Type: Recirculating chiller, built-in 

Frequency: 40 kHz (precision) or 33 kHz (standard) 

Timer: 0–99 minutes (digital, auto shut-off) 

Tank Material: SS304 stainless steel (seamless, die-pressed) 

Control Options: Microcontroller or PLC with printer (optional for GMP) 

Configuration: Table-top or floor-mounted with casters 

Certification: ISO 9001:2015 

Warranty: 1 year on electronics and chiller, lifetime support 

 



Why Choose LeelaSonic? 

• 30+ Years Manufacturing Experience - Proven reliability since 1993 
• ISO 9001:2015 Certified - Quality management ensures consistent performance 
• Made in India - Factory Direct - Better pricing, faster service 
• Integrated Chiller Design - No external chiller needed, saves space and cost 
• GMP Compliance Options - PLC with printer for pharmaceutical documentation 
• Custom Configurations - Tank sizes and chiller capacity tailored to needs 

 

Get Your Custom Quote Today 

Tell us about your temperature-sensitive application and we'll recommend the perfect 
solution. 

Share these details:  

• Application type (sample prep / degassing / dispersion / reaction) 
• Required temperature range (e.g., 10-15°C) 
• Sample volume and batch size 
• Typical cycle time required 
• Table-top or floor-mounted preference 
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Leela Electronics - LeelaSonic 
Poonam Plaza, Gala No. 3 & 4, Kantilal Patil Compound, Sonarpada, M.I.D.C Road 

Dombivli (East) - 421203, Dist. Thane, Maharashtra, India 

ISO 9001:2015 Certified | Established 1993 | Made in India 


